DOOSAN HYDRAULIC BREAKER - HB series

5 REASONS TO USE DOOSAN BREAKERS FEATURE & BENEFIT

ﬁ One-stop shop Through Bolt Urethane Dampper
BB One place for complete solutions : The longest service life due to Vibration dampening prevents
(Excavator + Breaker + Parts + Service) R RRRE e nced heat carrier damage and improves
treatment process operator comfort

Back-head
The energy of piston stroke is
accumulated due to charged
nitrogen gas

Outward Valve system

Easy to access for service and

é}a Engineering approved

Optimized for DOOSAN equipment high
efficiency and performance, resulting in
lower running and maintenance cost.

maintenance of Control Valve

(*HB20/30/40)
Inward Valve System Built-in Accumulator

Simple structre and less inner parts Enhancing equipment durability

+ @ Service (* HB03/04/06/08/15) through this efficiency shock
"ll Broad coverage via the DOOSAN service - absorption system
network, fully supported by DOOSAN sl £
Iston

Super stability quality using
special steel for breaker

product specialists.

Quality
Products manufactured to highest

Quiality and durability as a result of
quality proven material in intensity,
anti-wear, heat resistance, tenacity,
anti-impact, internal pressure etc..

Front Head
Support breaker and assembled
with bushing, which buffers

standards.
shock from the tool Chisel
Doosan genuine working tool
Warranty ensure the Doosan hyd. Breaker’s

Avoid compatibility issues and
operating differences from using
Non-approved breaker.

e IEVIRTRE T

performance and productivity

HBO03 / HB04 / HBO6 / HBO8 / HB15 HB20/HB30/HB40

al

Model HBO3 HB0O4 HB06 HBO8 HB15 HB20 HB30 HB40

Housing 130 155 361 451 1,007 1,693 2,263 2,796
‘?vzgf‘tmg Top mount kg 95 158 343 410 866 1,862 2,498 3,160

Side mount 95 158 263 335 761 1,669 2,340 2,840
Tool diameter mm 45 53 68 75 100 135 150 160
Operating pressure bar 90~120 90~120 110~140 120~150 150~170 170~210 180~220 190~230
Flow 1/min. 20~40 25~50 40~70 50~90 80~110 130~150 150~190 190~250
Frequency bpm 700~1,200 600~1,100 500~900 400~800 350~700 400~800 350~650 300~600
Carrier weight t 1~3 2.5~4.5 4~7 6~9 10~15 18~25 28~35 35~42

* above specification can be changed for design and quality improvement without prior notice



